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Exhaust 7.0V  2789  12.0  Reasonable  12.6 
Supply 50%  2656  12.6  Poor  11.6 
Exhaust 9.4V  2128  15.7  Poor  16.7 



















































































































𝐿𝑊 ൌ  𝐿𝑝ഥ  ൅  ൜10 log 𝐴𝐴0 ൅  4.34 
𝐴
𝑆  ൅  10 log  ൬ 1 ൅  
𝑆 ൉  𝑐











































Air flow  Supply fan  Exhaust fan  Both fans  unit 
5 L/s  31  34  36  dB(A) 
10 L/s  42  45  48  dB(A) 
15 L/s  51  51  54  dB(A) 
20 L/s  58  54  60  dB(A) 
Table 3 ‐ Indoor LAeq of the SpiralFlow prototype unit 
Air flow  Supply fan  Exhaust fan  Both fans  unit 
5 L/s  29  40  41  dB(A) 
10 L/s  38  49  50  dB(A) 
15 L/s  44  57  58  dB(A) 












































































































































































































































































































































































































































































Køkkener, total Toilet+bad, total Køkkener, potentielle Toilet+bad, potentielle
2012‐ 20.825 28.836 0 0
2007‐2011 28.217 38.837 0 0
1999‐2006 47.312 65.202 240 35
1979‐1998 115.074 159.847 0 0
1973‐1978 69.818 98.491 772 118
1961‐1972 160.124 222.132 0 0
1951‐1960 110.381 152.094 1.450 526
1931‐1950 203.624 278.282 161.161 73.417
‐1930 309.323 414.223 0 0
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